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LSQ-FFY FLAT FACE TYPE HYDRAULIC QUICK COUPLING(STEEL)(NEW) Socketwithvalve Plug with valve
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Applications

Portable construction equipments(excavators).
vehicles. hydraulic equipments. drilling machines.

HAME

Mg (FH 1/4(02) 3/8(03) 1/2(04) 3/4(08) 1(10)
HEEAN (PSD 5000 4350 4350 3625 3000
HERE (GPM) 3 6 12 50 80
RESEE (FRAEEHED -20CE+120C

LSQ-FFY-02PF G1/4 & 16. 11.8 S2075f 76.7
LSQ-FFY-03PF G3/8 ¢$19.75 16.5 S2475 % 78.1

Specifications

Body Size(in) 1/4(02) 3/8(03) 1/2(04) 3/4(08) 1(10)
LSQ-FFY-04PF G1/2 $b24.54 17.8 S32:3 A 95.8 Rated Pressure(PSI) 5000 4350 4350 3625 3000
LSQ-FFY-08PF  G1  $29.95 23.5 S46/\sa  113.9 el 3 6 12 CLI

Temperature Range(std seals) -20°C to +120°C

- - - -
LSQ-FFY-10PF  G1-1/4 $36.05 23.4 S557Xf 123.7 Standard seal material NBR
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HFTHERER: 1SO160284FE . Performance 1£#

MR AR SH-200SUS
Test Fluid: Oil-200SUS

Features 90
* New valve design, it can resistance damage from 80
high flow and the pressure of impulse that providing /\% 70 1/2/
advanced performance o ?_; 60 / 3}&/
* Machined from solid steel barstock for durability 2 g %0 1/413/8/
e Special three valves design system, it can connect ;;g ;Z // / 1
under residual pressure. E z ” //
* New zine nickel surface treatment provide advanced E ” /// ] — |
anti-rust performance. 0 ]
« ISO 16028 standard 0 10 20 30 40 50 60 70 80
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Flow in GPM

1 GPM=3.75 L/Min 1 PSID=0.0069 MPa

~

/




